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INNOXEL Dim 4 x 300 VA
4 Outputs 230 VAC

INNOXEL Dim 4 x 600 VA
4 Outputs 230 VAC

INNOXEL Dim 4 x DALI
4 Outputs Broadcast
16 Groups Gateway

INNOXEL Dim 4 x 10V
4 Outputs Analog
4 Outputs Digital

INNOXEL Dim 4 x PWM
4 Outputs PWM
4 Outputs Digital

INNOXEL Switch 8
8 Outputs
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4 Motors 230 VAC

INNOXEL Motor 4 x 24 VDC
4 Motors 24 VDC

INNOXEL In 8 x 230 VAC
8 Inputs 230 VAC
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8 Inputs 24 VDC

INNOXEL In 8 x Dry Contact
8 Inputs Potential-free
(dry) contacts

C
A
N
+

C
A
N
-

G
N
D

2
4
V
+

ws gb sw rt

C
A
N
+

C
A
N
-

G
N
D

2
4
V
+

2
4
V
+

G
N
D

G
N
D

2
4
V
+

2
4
V
+

G
N
D

2
4
V
+

G
N
D

rt sw gb ws

Pwr4 Ser2

Pwr0 Logic Pwr

USB

CAN4

CAN0

G
N
D

AB 2
4
V
+

RS485

Ethernet

RJ45

Ser1

INNOXEL Master 3



LN G
N
D

+
2
4
V

D
i
g
1

D
i
g
0

D
i
g
-

L
1

L
0

1 0

G
N
D

+
2
4
V

C
A
N
+

C
A
N
-

r
o
t

s
c
h
w
a
r
z

g
e
l
b

w
e
i
s
s

Adresse

EX
T3

EX
T3

AM
P3

+

AM
P3

+

AM
P3

-

AM
P3

-

SP
K3

-

SP
K3

+

EX
T2

EX
T2

AM
P2

+

AM
P2

+

AM
P2

-

AM
P2

-

SP
K2

-

SP
K2

+

EX
T1

EX
T1

AM
P1

+

AM
P1

+

AM
P1

-

AM
P1

-

SP
K1

-

SP
K1

+

EX
T0

EX
T0

AM
P0

+

AM
P0

+

AM
P0

-

AM
P0

-

SP
K0

-

SP
K0

+

2 B1 A B A21

b
l
a
u

t
ü
r
k
i
s

v
i
o
l
e
t
t

w
e
i
s
s

b
l
a
u

t
ü
r
k
i
s

v
i
o
l
e
t
t

w
e
i
s
s

B

A

2

1

blau

türkis

violett

weiss

INNOXEL
RS485 Splitter

G
N
D

B+
2
4
V

C
A
N
+

C
A
N
-

r
o
t

s
c
h
w
a
r
z

g
e
l
b

w
e
i
s
s

A21

Bus Zur Wetterstation
U72 1x4x0.5

mit/ohne Schirm

b
l
a
u

t
ü
r
k
i
s

v
i
o
l
e
t
t

w
e
i
s
s

INNOXEL Buskoppler

für Wetterstation P03/3

D
i
g
3

D
i
g
2

D
i
g
1

D
i
g
0

D
i
g
-

L
3

L
2

L
1

L
0

3 2 1 0

INNOXEL
Power 24 VDC

INNOXEL

2 Outputs 230 VAC
Zero-crossing

Relay 2 SS
INNOXEL Relay 4 SS
4 Outputs 230 VAC
Zero-crossimg

INNOXEL Audio 4 x Volume 100 V
4 Outputs 100 V Audio


